LED VAPORPROOF

INTRODUCING
THE INNOVATIVE CANLET® LED VAPORPROOF
Reliable. Ingenious. American made.

PATENTS

APPLIED FOR

Experience innovative LED technology that saves energy without compromising durability. The
Canlet® LED Vaporproof is made of glass-reinforced thermoplastic that resists impact, high
temperature deformation, and chemical attack. In short, the guard won’t corrode or rust like
die-cast guards. With a permanent color, these fixtures are ideal for any environment.
Energy-saving and corrosion-free, the Canlet® LED Vaporproof is not only CSA certified for use in
wet locations, but conforms to UL1598, 3rd Ed. 2008 and UL8750, 1st Ed.

Constructed to Last

This unique patent pending design integrates the anodized aluminum heat sink into the 30%
glass-filled thermoset polyester fixture body while simultaneously isolating the aluminum
heat sink from external metal surfaces, eliminating the inevitable corrosion that reduces the
structural integrity and life of commodity aluminum VPF fixtures.
Manufactured from glass-reinforced Lexan 953 thermoplastic, the Canlet® LED Vaporproof is
made to withstand harsh conditions. From rigorous wet locations to the harshness of chemical
processing plants, the Canlet® LED Vaporproof is built to last.
The fixture has an efficacy of 95.4 lumens per watt and the LED light only uses 12W, 15W or 20W,
saving power and cutting down on energy costs when compared to compact fluorescent lights.
Save more with attractive pricing that beats out the competition.

AVAILABLE IN CEILING, PENDANT & WALL MOUNT
CONSTRUCTION FEATURES: Screws are stainless steel. Inserts are brass and are ultrasonically welded into the housing.

Canlet® vs Competitors

Competitor 1

Competitor 2

Competitor 3

Competitor 4

Wet Location UL1598
Marine - (Saltwater) UL 595/UL1598A			
IP66 - Ingress Protection			
NEMA4X - Corrosion Resistant			
CSA Approved
Buy American Act - Made In USA				

Wet Location in Any Orientation
IP66/NEMA 4X/Marine
Silicone gaskets won’t deteriorate over time,
even under cold or hot temperatures. They
will continuously keep a rating for hose-down
applications in a wide variety of environments.

Easy Installation
Easily install the Canlet® LED Vaporproof fixtures
with hub to hub grounding. All you need is lock nuts
and 90C-rated lead wires when you use metallic
wiring methods. For more information, visit
www.Canlet.com/LEDVP

MORE INFORMATION Call 800.441.1771 or email us at info@canlet.com
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